POLSTAR®

®
BRIXTON CLASSIC SETS RED BRIXTON" CLASSIC
https://www.polstar.com.pl/en/produkt/ubranie-czerwone
Manufacturer: Polstar
Symbol: ABUB
Basis weight: 290 g/m2
Material: Polyester/cotton (65%/35%)
lloé¢ sztuk w kartonie: 5
Kolorystyka: o
WYMIARY ROZMIAR
Height Chest Waist
164-170 084-088 076-080 Lt
164-170 100-104 104-108 51
164-170 092-096 084-088 24
” ” I w 164-170 096-100 088-092 25
164-170 088-092 080-084 4B
170-176 112-116 118-124 57
SWEATSHIRT: button fastened, covered with a panel, has tucks on 170-176 108-112 1418 o5
the back to increase freedom of movement, large number of 170-176 104-108 108-114 53
lockstitches in places particularly exposed to ripping, air 170-176 112-116 104-108 29
transpirators, two upper pockets, including one covered with a 170-176 108-112 100-104 28
panel, with Velcro fastening, no side pockets, pen pocket, mobile 170-176 092-096 084-088 48
phone ppcket, sleeve.c.uffs with button fastemng, double seams, 170-176 084-088 076-080 30
sewn with a strong visible thread, elastic band at the bottom of the
sweatshirt, so that the sweatshirt does not protrude and protects 170-176 104-108 036-100 27
against wind, made of high quality material, which ensures colour 170-176 100-104 092-096 26
and size stability after repeated washing, 170-176 096-100 088-092 50
DUNGAREES: large number of lockstitches in places particularly 176-182 124-128 136-142 63
exposed to ripping, adjustable waist using buttons and an elastic 176-182 100-104 092-096 52
band sewn in the back part of the trousers, long, wide, adjustable 176182 116-120 124-130 59
suspendgrs, two side pock.ets, remforced side pockets, reinforced 176-182 120124 130136 X
pocket with Velcro fastening, mobile phone pocket, pen
pocket, pocket for tape measure, belt loop for a hammer, double 176-182 124-128 116-120 32
seams, sewn with a strong visible thread, made of high quality 176-182 092-096 084-088 98
material, which ensures colour and size stability after repeated 176-182 088-092 080-084 94
washing, inner pocket for documents with a zip fastener, 176-182 104-108 096-100 54
176-182 120-124 112-116 31
176-182 116-120 108-112 30
182-188 112-116 104-108 58
182-188 096-100 088-092 102
182-188 108-112 100-104 56
188-194 136-140 128-132 35
188-194 092-096 084-088 104
188-194 104-108 096-100 110
188-194 120-124 112-116 62
188-194 116-120 108-112 60
188-194 100-104 092-096 106
194-200 108-112 100-104 114
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194-200 124-128 116-120
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